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Notice No. 10 


RULES AND REGULATIONS FOR THE 
CLASSIFICATION OF SHIPS, July 2012 


This Notice contains amendments within the following Sections of the Rules and Regulations for the 
Classification of Ships, July 2012. The amendments are effective on the dates shown: 


Part 


Section 


Effective 
date 


1 July 2013 
1 April 2013 


It will be noted that the amendments also include corrigenda, which are effective from the date of this Notice. 


The Rules and Regulations for the Classification of Ships, July 2012 are to be read in conjunction with this 
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Notice No. 10. The status of the Rules is now: 


July 2012 
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4 


4 


July 2012 
October 2012 
January 2013 & Corrigenda 


1 January 2013 


January 2013 


1 January 2013 


July 2013 & Corrigenda 
July 2013 & Corrigenda 
July 2013 


1 April 2013 & 1 July 2013 


Part 1, Chapter 3 and Part 5, Chapter 14 


Part 1, Chapter 3 
Periodical Survey Regulations 


Effective date 1 July 2013 


C Section 7 
General 


1.8 Repairs 


1.8.1 Any damage in association with wastage over the 
allowable limit (including buckling, grooving, detachment or 
fracture), or extensive areas of wastage over the allowable 
limits, which affects or, in the opinion of the Surveyor, will 
affect the ship’s structural, watertight or weathertight integrity, 
is to be promptly and thoroughly repaired. Areas to be 
considered include, (where fitted): 

° side shell frames, their end attachments and adjacent 
shell plating; 

deck structure and deck plating; 

bottom structure and bottom plating; 

side structure and side plating; 
inner bottom structure and inner bottom plating; 
inner side structure and inner side plating; 
watertight or oiltight bulkheads; 
hatch covers and hatch coamings:-: 

the weld connection between air pipes and deck plating; 
air pipe heads installed on the exposed decks; 
ventilators, including closing devices. 

For locations where adequate repair facilities are not available, 
consideration may be given to allow the ship to proceed 
directly to a repair facility. This may require discharging the 
cargo and/or temporary repairs for the intended voyage. 


Part 5, Chapter 14 
Machinery Piping Systems 


Effective date 1 April 2013 


a Section 2 
Oil fuel - General requirements 


1.8 Repairs 


(Part only shown) 

2.1.4 ta-gererat-o# Oil fuel in storage and-serce tanks is 

not to be heated to a temperature exceeding 10°C below its 

flash point. Higher temperatures will be considered for oil fuel 
stored in settling and service tanks where: 
ee g ; : ye 
systepac-eris-thetaaks-tcrisehies. : 

(c) The length of vent pipes from such tanks and/or a 
cooling device is sufficient for cooling oil vapours to 
below 60°C, or the outlet of the vent pipes is located at 
least 3 m from sources of ignition. 

(d) There is no source of ignition in the vicinity of openings in 
the drainage systems. 


(e) There are no openings from the vapour space of the fuel 
tanks into machinery spaces other than bolted manhole 
covers. 

(f) | Enclosed spaces are not located directly over such fuel 
tanks, except for vented cofferdams. 

(g) Electrical equipment is not fitted in the vapour space of 
tanks unless it meets the requirements of Pt 6, 
Ch 2,14.2.4 for electrical equipment in zone 0 explosive 


atmospheres. 
2.9 Precautions against fire 
2.9.11 Where level switches are used below the tank top, 


they are to be contained in a steel enclosure or other 
enclosures which provide equivalent protection against fire. 
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